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Federal Communications Commission § 73.616 

power to the nearest 0.1 dBk. Power 
specified by kWs shall be obtained by 
converting dBk to kWs to 3 significant 
figures. Antenna heights above average 
terrain will be specified to the nearest 
meter. Midway figures will be author-
ized in the lower alternative. 

[50 FR 23698, June 5, 1985] 

§ 73.616 Post-transition DTV station in-
terference protection. 

(a) Applications seeking facilities 
that will operate prior to the end of the 
DTV transition must also comply with 
§ 73.623. 

(b) A petition to add a new channel 
to the post-transition DTV Table of Al-
lotments contained in § 73.622(i) of this 
subpart will not be accepted unless it 
meets: the DTV-to-DTV geographic 
spacing requirements of § 73.623(d) with 
respect to all existing DTV allotments 
in the post-transition DTV Table; the 
principle community coverage require-
ments of § 73.625(a); the Class A TV and 
digital Class A TV protection require-
ments in paragraph (f) of this section; 
the land mobile protection require-
ments of § 73.623(e); and the FM radio 
protection requirement of § 73.623(f). 

(c) The reference coordinates of a 
post-transition DTV allotment shall be 
the authorized transmitter site, or, 
where such a transmitter site is not 
available for use as a reference point, 
the coordinates as designated in the 
FCC order creating or modifying the 
post-transition DTV Table of Allot-
ments. 

(d) The protected facilities of a post- 
transition DTV allotment shall be the 
facilities (effective radiated power, an-
tenna height and antenna directional 
radiation pattern, if any) authorized by 
a construction permit or license, or, 
where such an authorization is not 
available for establishing reference fa-
cilities, the facilities designated in the 
FCC order creating or modifying the 
post-transition DTV Table of Allot-
ments. 

(e) An application will not be accept-
ed if it is predicted to cause inter-
ference to more than an additional 0.5 
percent of the population served by an-
other post-transition DTV station. For 
this purpose, the population served by 
the station receiving additional inter-
ference does not include portions of the 

population within the noise-limited 
service contour of that station that are 
predicted to receive interference from 
the post-transition DTV allotment fa-
cilities of the applicant or portions of 
that population receiving masking in-
terference from any other station. 

(1) For evaluating compliance with 
the requirements of this paragraph, in-
terference to populations served is to 
be predicted based on the 2000 census 
population data and otherwise accord-
ing to the procedure set forth in OET 
Bulletin No. 69: ‘‘Longley-Rice Method-
ology for Evaluating TV Coverage and 
Interference’’ (February 6, 2004) (incor-
porated by reference, see § 73.8000), in-
cluding population served within serv-
ice areas determined in accordance 
with § 73.622(e), consideration of wheth-
er F(50,10) undesired signals will exceed 
the following desired-to-undesired (D/ 
U) signal ratios, assumed use of a di-
rectional receiving antenna, and use of 
the terrain dependent Longley-Rice 
point-to-point propagation model. Ap-
plicants may request the use of a cell 
size other than the default of 2.0 km 
per side, but only requests for cell sizes 
of 1.0 km per side or 0.5 km per side 
will be considered. The threshold levels 
at which interference is considered to 
occur are: 

(i) For co-channel stations, the D/U 
ratio is + 15 dB. This value is only valid 
at locations where the signal-to-noise 
ratio is 28 dB or greater. At the edge of 
the noise-limited service area, where 
the signal-to-noise (S/N) ratio is 16 dB, 
this value is + 23 dB. At locations 
where the S/N ratio is greater than 16 
dB but less than 28 dB, D/U values are 
computed from the following formula: 

D/U = 15 + 10log10[1.0/(1.0¥10¥x/10)] 

Where x = S/N–15.19 (minimum signal to 
noise ratio) 

(ii) For interference from a lower 
first-adjacent channel, the D/U ratio is 
¥28 dB. 

(iii) For interference from an upper 
first-adjacent channel, the D/U ratio is 
¥26 dB. 

(2) Due to the frequency spacing that 
exists between Channels 4 and 5, be-
tween Channels 6 and 7, and between 
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Channels 13 and 14, the minimum adja-
cent channel technical criteria speci-
fied in this section shall not be applica-
ble to these pairs of channels (see 
§ 73.603(a)). 

(f) A petition to add a new channel to 
the post-transition DTV Table or a 
post-transition DTV station applica-
tion that proposes to expand its allot-
ted or authorized coverage area in any 
direction will not be accepted if it is 
predicted to cause interference to a 
Class A TV station or to a digital Class 
A TV station authorized pursuant to 
subpart J of this part, within the pro-
tected contour defined in § 73.6010. 

(1) Interference is predicted to occur 
if the ratio in dB of the field strength 
of a Class A TV station at its protected 
contour to the field strength resulting 
from the facilities proposed in the DTV 
application (calculated using the ap-
propriate F(50,10) chart from Figure 9a, 
10a, or 10c of § 73.699) fails to meet the 
D/U signal ratios for ‘‘DTV-into-analog 
TV’’ specified in § 73.623(c)(2). 

(2) Interference is predicted to occur 
if the ratio in dB of the field strength 
of a digital Class A TV station at its 
protected contour to the field strength 
resulting from the facilities proposed 
in the DTV application (calculated 
using the appropriate F(50,10) chart 
from Figure 9a, 10a, or 10c of § 73.699) 
fails to meet the D/U signal ratios spec-
ified in paragraph (e) of this section. 

(3) In support of a request for waiver 
of the interference protection require-
ments of this section, an applicant for 
a post-transition DTV broadcast sta-
tion may make full use of terrain 
shielding and Longley-Rice terrain de-
pendent propagation methods to dem-
onstrate that the proposed facility 
would not be likely to cause inter-
ference to Class A TV stations. Guid-
ance on using the Longley-Rice meth-
odology is provided in OET Bulletin 
No. 69, which is available through the 
Internet at http://www.fcc.gov/oet/info/ 
documents/bulletins/#69. 

NOTE TO § 73.616: When this rule was adopt-
ed, the filing freeze announced in an August 
2004 public notice (19 FCC Rcd 14810 (MB 
2004)) remained in effect. For a short period 
of time after the filing freeze is lifted, until 
a date to be announced by a Media Bureau 
public notice, applicants must protect Ap-
pendix B facilities in addition to any author-

ized facilities required to be protected pursu-
ant to this rule section. 

[73 FR 5682, Jan. 30, 2008] 

§ 73.621 Noncommercial educational 
TV stations. 

In addition to the other provisions of 
this subpart, the following shall be ap-
plicable to noncommercial educational 
television broadcast stations: 

(a) Except as provided in paragraph 
(b) of this section, noncommercial edu-
cational broadcast stations will be li-
censed only to nonprofit educational 
organizations upon a showing that the 
proposed stations will be used pri-
marily to serve the educational needs 
of the community; for the advance-
ment of educational programs; and to 
furnish a nonprofit and noncommercial 
television broadcast service. 

(1) In determining the eligibility of 
publicly supported educational organi-
zations, the accreditation of their re-
spective state departments of edu-
cation shall be taken into consider-
ation. 

(2) In determining the eligibility of 
privately controlled educational orga-
nizations, the accreditation of state de-
partments of education or recognized 
regional and national educational ac-
crediting organizations shall be taken 
into consideration. 

(b) Where a municipality or other po-
litical subdivision has no independ-
ently constituted educational organiza-
tion such as, for example, a board of 
education having autonomy with re-
spect to carrying out the municipal-
ity’s educational program, such mu-
nicipality shall be eligible for a non-
commercial educational television 
broadcast station. In such cir-
cumstances, a full and detailed show-
ing must be made that a grant of the 
application will be consistent with the 
intent and purpose of the Commission’s 
rules and regulations relating to such 
stations. 

(c) Noncommercial educational tele-
vision broadcast stations may transmit 
educational, cultural and entertain-
ment programs, and programs designed 
for use by schools and school systems 
in connection with regular school 
courses, as well as routine and admin-
istrative material pertaining thereto. 
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